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YTZ Batteries from Yuasa

TTZ Mounting Angle
TTZ batteries cannot be installed under the same 
angle as YTZ batteries. The mounting angles for 
TTZ batteries are limited to the below angles.

Notes:
 - The above mentioned angles show the allowance from the center position of the battery.
 - The above mentioned angles are evaluated by up & down single vibration only.
 - WC = wet charged (contains 1 battery acid filled and charged)

YTZ Mounting Angle
Because of their unique spill proof design,  
Yuasa YTZ batteries can be installed under 
multiple mounting angles as explained below.

YTZ series Mounting Angle
 a° b° c°
YTZ7S 40 90 15
YTZ10S 40 90 15
YTZ12S 40 90 15
YTZ14S 40 90 15

TTZ series Mounting Angle
 a° b° c°
TTZ7S 30 20 20
TTZ10S 30 20 20
TTZ12S 30 20 20
TTZ14S 30 20 20

a a

b c

YTZ7S WC 6 6.3 113 70 105 2.1 N/A 0.6 130 5

YTZ10S WC 8.6 9.1 150 87 93 3.2 N/A 0.9 190 11

YTZ12S WC 11 11.6 150 87 110 3.7 N/A 1.1 210 11

YTZ14S WC 11.2 11.8 150 87 110 3.9 N/A 1.1 230 11

a a

b c

Battery Type Pack Type Capacity Capacity Dimensions - mm Weight Acid  Charge CCA* Terminal Assembly
  Ah Ah (± 2mm) with Acid  Volume Current @ Type Figure
  (10HR) (20HR) L W H (Kg) (Litre) (Amps) -18°C (refer to page 10)


